
 

 

 University of Groningen

A Photoaddressable Liquid Crystalline Phase Transition in Graphene Oxide Nanocomposites
Crespo, Maria; Santagiuliana, Giovanni; Picot, Olivier; Portale, Giuseppe; Bilotti, Emiliano;
Gautrot, Julien E.
Published in:
Advanced Functional Materials

DOI:
10.1002/adfm.201900738

IMPORTANT NOTE: You are advised to consult the publisher's version (publisher's PDF) if you wish to cite from
it. Please check the document version below.

Document Version
Publisher's PDF, also known as Version of record

Publication date:
2019

Link to publication in University of Groningen/UMCG research database

Citation for published version (APA):
Crespo, M., Santagiuliana, G., Picot, O., Portale, G., Bilotti, E., & Gautrot, J. E. (2019). A Photoaddressable
Liquid Crystalline Phase Transition in Graphene Oxide Nanocomposites. Advanced Functional Materials,
29(24), [1900738]. https://doi.org/10.1002/adfm.201900738

Copyright
Other than for strictly personal use, it is not permitted to download or to forward/distribute the text or part of it without the consent of the
author(s) and/or copyright holder(s), unless the work is under an open content license (like Creative Commons).

The publication may also be distributed here under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license.
More information can be found on the University of Groningen website: https://www.rug.nl/library/open-access/self-archiving-pure/taverne-
amendment.

Take-down policy
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately
and investigate your claim.

Downloaded from the University of Groningen/UMCG research database (Pure): http://www.rug.nl/research/portal. For technical reasons the
number of authors shown on this cover page is limited to 10 maximum.

Download date: 25-05-2023

https://doi.org/10.1002/adfm.201900738
https://research.rug.nl/en/publications/4046b082-bda6-439e-955b-b196e6a44b37
https://doi.org/10.1002/adfm.201900738


FULL PAPER
www.afm-journal.de

1900738 (1 of 8) © 2019 The Authors. Published by WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim

A Photoaddressable Liquid Crystalline Phase Transition  
in Graphene Oxide Nanocomposites
Maria Crespo,* Giovanni Santagiuliana, Olivier Picot, Giuseppe Portale, Emiliano Bilotti,*  
and Julien E. Gautrot*

The multifunctionality of graphene has the potential to unlock impor-
tant developments in nanocomposite science. However, the manipula-
tion of graphene without interfering with its unique properties and while 
controlling its spatial organization remains challenging. Here, the formation 
of a photoaddressable liquid crystalline (LC) solution through the stabilization 
of graphene oxide (GO) with photocleavable brushes is described. The LC 
behavior leads to the thermodynamic entrapment of GO into low aspect ratio 
domains that fail to display the properties typically predicted for graphene 
nanocomposites. The morphology and structural and electronic performance 
of these nanocomposites are regenerated through the brush cleavage, which 
controls the phase transition of the LC phase. These results show that kinetic 
control of graphene assembly can be an attractive tool toward the dynamic 
regulation of processable sol states and structured percolated networks for 
rational composite manufacturing.

DOI: 10.1002/adfm.201900738

Dr. M. Crespo, Dr. G. Santagiuliana, Dr. O. Picot, Dr. E. Bilotti,  
Dr. J. E. Gautrot
School of Engineering and Materials Science
Queen Mary University of London
Mile End Road, E1 4NS London, UK
E-mail: m.ribadeneyra@qmul.ac.uk; e.bilotti@qmul.ac.uk;  
j.gautrot@qmul.ac.uk
Dr. G. Santagiuliana, Dr. O. Picot, Dr. E. Bilotti
Nanoforce Technology Ltd.
Mile End Road, E1 4NS London, UK
Dr. G. Portale
Zernike Institute for Advanced Materials
University of Groningen
Nijenborgh 4, 9747 AG Groningen, The Netherlands

The ORCID identification number(s) for the author(s) of this article 
can be found under https://doi.org/10.1002/adfm.201900738.

with common manufacturing processes, 
including solvent processing.[4–6] In 
contrast, graphene oxide (GO) is mass-
producible and the oxygen moieties that 
dangle from the basal carbon plane enable 
aqueous suspensions of high-aspect ratio 
GO, with monolayer contents above 95%.

Regardless of the oxidation state of gra-
phene, bulk properties of composites are 
strongly affected by the dispersion degree of 
the corresponding 2D platelets (e.g., inter-
particle distance vs processing methodo-
logy) in any matrix. Electrical conduction, 
for instance, requires sheet interconnectivity 
while mechanical load transfer is enhanced 
at higher dispersions.[7] Such concept has 
emerged as a rational tool[8] for tuning the 
conductive network of nanocomposites 
through the mesoscale distribution of their 

phases[9–11] mostly via physical procedures (e.g., segregation of 
polymer blends, shear/thermal-induced aggregation–diffusion or 
volume exclusion of conductive additives).

In this context, GO shows a dominant behavior that pre-
cludes interpreting composites through basic percolation the-
ories. Concentrated GO dispersions are liquid crystals (LCs), 
displaying liquid-like fluidity and crystal-like mesomorphic 
order.[12] In such systems, LC nematic phases occur at concen-
trations low enough to obstruct association of GO into perco-
lated networks.[13] Hence, reduced GO–polydimethylsiloxane 
(PDMS) fluids, where early orientation ordering occurs, leads 
to retarded percolation and exceptionally high dielectric permit-
tivity materials.[14,15] Despite theoretical and experimental vali-
dation,[16–18] LC of nanocarbon/polymer composites diverges 
from previous reports where low percolation thresholds might 
have solely arisen from the physical gelation of graphenic addi-
tives within the matrix,[19] or due to their multilayer nature. This 
limitation calls for the design and further insight of reduced 
GO (rGO) composites displaying dynamic transitions between 
LC-like behavior and macroscopic percolated networks. The  
in-situ control of phase transitions in graphene assemblies, 
based on the regulation of molecular interactions rather than 
physical processing, has not been achieved previously.

Here we propose to regulate the transition between these two 
states via the introduction of photocleavable polymer brushes 
allowing the stabilization of GO prior to light-induced percola-
tion. Therefore, the proposed approach is based on the regula-
tion of supramolecular assembly, rather than physical control of 
phase transitions. We designed polymer brushes able to stabi-
lize GO in apolar solvents and matrices and that can dissociate 

Photo-Responsive Graphene

1. Introduction

Graphene’s exceptional physicochemical characteristics have 
led to its uptake for a host of composite applications.[1,2] The 
intrinsic performance of these materials is mainly dependent 
on the number of layers forming the graphene derivative and 
its aspect ratio[3] (e.g., largest lateral dimensions over min-
imum number of layers), yet the stabilization of single sheet 
graphene remains challenging and is often poorly compatible 
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upon photoirradiation. In particular, we demonstrate how the 
dynamic control of GO interfaces alters the phase distribution, 
interplatelet distance and the macroscopic electrical properties 
of rGO/PDMS composites.

2. Development of Photoresponsive Silicone-Based  
Polymer Brushes Stabilizing GO

Our polymer brushes consist of three domains (Figure 1a):  
1) an amine-containing anchoring unit, promoting coupling to 
the surface of GO[20]; 2) a photocleavable o-nitrobenzyl deriva-
tive (NOB)[21] providing responsiveness; and 3) a PDMS chain 
providing compatibility with organic solvents and PDMS 
matrices (see the Methods section and Figures S1 to S12 in the 
Supporting Information). This NH2–NOB–PDMS sequence 
enables the regulation of the dispersion the dispersion of asso-
ciated GO/brush hybrids upon UV-light irradiation.

The NH2–NOB–PDMS brush was dissolved in diethyl ether 
and gently stirred with a 1 mg mL−1 GO aqueous solution 
overnight, following Poulin et al.’s protocol,[14] leading to the 
extraction of the GO flakes into the organic phase (Figure 1b). 
Dispersions with concentrations between 0.5 and 5 wt% of GO 
in the PDMS liquid matrix (before curing) were birefringent, as 
observed with crossed polarizers (Figure 2c, bottom), indicating 
an LC order (Figure 1d), similar to that reported for other GO 
dispersions.[18] Anisotropic textures could also be observed by 
naked eye (Figure 1e; Figure S13, Supporting Information). 
Such behavior is attributed to the cofacial alignment of GO 
nanosheets within nematic domains with long-range order,[22] 
as to the total isotropic-to-nematic transition observed in GO 
solutions at concentrations above ≈0.5 wt%.[9] The observation 
of such an LC mesophase suggests that our GO/brush hybrids 
have a high degree of organization and alignment, indicating 
consistent and uniform interparticle distances arising from 
repulsive forces between adjacent hybrids.[23]

3. Impact of Photodestabilization on the 
Morphology and Rheological Properties of  
GO/Brush Hybrid Solutions

Upon UV exposure our hybrids are expected to cleave through 
the path illustrated in Figure 1f. When diluted dispersions were 
exposed to UV light, the initially stable solutions rapidly led to the 
precipitation of brown aggregates both in PDMS (Figure 1g, top) 
and in solvents (Figure 1h, inset). Similarly, the selective expo-
sure of dispersions in PDMS (interposing a mask) caused the 
appearance of dark features in irradiated regions of the samples 
(Figure 1g). The UV–vis spectra (Figure 1h) confirmed the disap-
pearance of the 310 nm absorption band of the NH2–NOB–PDMS 
brush and the increase of the scattering contribution of GO upon 
photoirradiation. Photocleavage of the NOB moieties was also 
evidenced by FTIR (Figure 1i), with the appearance of bands at 
1835–1797 cm−1 arising from the aromatic aldehyde formed.

Photodestabilization of the GO/brush hybrids was expected 
to affect their percolation as the polarized optical microscopy 
confirmed the significant decrease of birefringent features upon 
UV exposure (Figures 1j and 2k), which might be indicative of 

the disruption of LC phases, rich in GO/brush hybrids. We used 
photorheology to monitor changes in rheological profiles during 
UV irradiation (Figure 1e–g). Before UV, the GO/brush rigid 
domains result in a strong shear-thinning effect, with a pro-
nounced hysteresis in the reverse shear sweep direction. After 
photodestabilization, both effects were considerably reduced.

Finally, frequency and strain sweeps further confirmed the 
change during photodestabilization (Figure 1f,g). In all samples, 
the loss modulus was predominant, confirming that materials 
are in a viscous sol state[24] and that association between GO 
platelets remains insufficient to enable the formation of a mac-
roscopic network at this concentration. However, the evident 
drop in storage modulus upon photodestabilization indicates 
the reduction in physical association amongst adjacent LC GO/
brush domains. In addition, samples prior to photodestabiliza-
tion displayed a strong dependence of the storage modulus as a 
function of strain, with a strong shear thinning phenomenon, 
which could be attributed to slower relaxation times associated 
with low aspect ratio of LC domains, compared to high aspect 
ratio photodestabilized GO platelets.

4. Impact of the Photodestabilization of  
GO/Brush Hybrids on the Microstructure  
and Conductivity of Composites

Composites were cured using a Pt catalyst (see the Methods 
section in the Supporting Information). SEM analysis of the 
microstructure of cured and reduced composites containing up 
to a 10 wt% GO/brush hybrids (Figure 2a) revealed the forma-
tion of relatively stiff rGO-rich domains packed within the soft 
matrix. This is in agreement with the LC behavior observed 
prior curing, suggesting that the polymer-brush shell around 
GO platelets favors the formation of large and low aspect ratio 
LC-domains (17.6 ± 5.5 µm in length and 1.6 ± 0.6 µm in thick-
ness). In these pockets, much thinner and smaller individual 
GO flakes with high aspect ratios (Figure 2b. ca. 1 µm long and 
1.3 nm thick) are held together by brush side-chains, forming 
rGO/brush-rich regions within the PDMS matrix.

This lamellar-like structure, with two degrees of alignment 
(individual GO layers inside equivalently aligned rGO/brush-rich 
nematic domains), was confirmed by small-angle X-ray scattering 
(SAXS). Increasing the wt% of rGO/brush hybrid forces the 
platelets to enhance their alignment and minimize the excluded 
volume.[25] Accordingly, the diffraction peak q corresponding 
to the period between neighboring particles[26] shifts to higher 
values when increasing the concentration of GO from 0.5 to 
5 wt% (Figure 2c). The evolution of d with the inverse of the 
volume fraction (φ) holds a linear relationship as: d = t/φ, where 
t is the thickness of the diffracting elements forming the LC 
phase.[27,28] In our system, the linear dependence of d versus φ 
(Figure 2d,e) correlates with a thickness of ≈0.33 nm, close to 
the theoretical one for monolayer graphene (0.335 nm[29]), con-
firming the efficiency of the brush in maintaining the GO flakes 
individually isolated inside the larger rGO/brush-rich domains.

Despite thermal annealing at 200 °C, the conductivity of com-
posites presented in Figure 2 remained very low, similar to that 
of the bare matrix (≈10−9 S m−1), even at rGO loadings of 10 wt%. 
These samples had been prepared through the evaporation of 
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Figure 1. GO/brush hybrids: LC phase formation and photoresponsiveness. a) Schematic representation of the polymer brush structure stabilizing GO; 
b) phase transfer of GO into an organic phase (diethyl ether); c) optical microscopy images of varying GO/brush concentrations in the PDMS matrix 
without (top) and with crossed polarizers (bottom), scale bars are 200 µm; d) schematic representation of the liquid crystalline ordering (cofacial arrange-
ment of GO platelets) and the formation of domains; e) optical image of a 0.5 wt% dispersion in THF between crossed polarizers; f) cleavage mechanism 
of the NH2–NOB–PDMS/GO hybrids when exposed to UV light; g) images of PDMS (hydride terminated, Mn ≈ 580 g mol−1) dispersions containing 0.05, 
0.5, and 1 wt% GO/brush concentrations after UV exposure and contrast between the darkened UV exposed areas and the nonexposed ones when a mask 
was interposed. h) FTIR spectra of the NH2–NOB–PDMS brush before and after UV exposure; i) UV–vis spectra of the NH2–NOB–PDMS/GO hybrids 
before and after UV exposure in THF (0.096 mg mL−1); polarized optical microscopy (POM) images of the 1 wt% NOB–PDMS/GO PDMS preblends 
before j) and after k) exposure to UV light, scale bars are 20 µm; rheology characterization of 1 wt% GO preblends before (triangles, red) and after (circles, 
blue) exposure to UV light: l) shear sweeps, m) frequency sweeps, and n) strain sweeps. Closed symbols, Gʹ; open symbols, G″.
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solvent from the matrix, followed by casting, photodestabilization 
and curing (Method A, Figure 3a). In contrast, when a concen-
trated THF solution of the hybrid (no matrix) was deposited onto 
a glass slide between two gold electrodes, evaporated, photodesta-
bilized and annealed, the conductivity of the film increased sig-
nificantly (Figure S14, Supporting Information). This indicates 
that the impeded electrical conduction observed in samples gen-
erated from processing method A arises from hindered percola-
tion between LC domains in the matrix rather than insulation of 
rGO sheets by residual polymer brush coatings.

Since the partial reaggregation of colloids in the absence 
of shear is dependent on the viscosity of the dispersion,[30] we 
photodestabilized GO hybrids in dilute THF solutions, just 
prior to casting, curing and annealing (Method B, Figure 3a). 
Representative samples with 1 wt% GO/brush hybrids pre-
pared through both methods display dramatically different 
microstructures (Figure 3b,c). At this GO concentration, 
samples prepared via method A display little connectivity 
between rGO-rich domains (Figure 3d). In contrast, sam-
ples prepared through method B displayed percolated and 

Adv. Funct. Mater. 2019, 29, 1900738

Figure 2. Footprint of the GO/brush LC phase in the microstructure of cured composites: a) SEM cross-sections of cured composites with varying 
rGO/brush concentrations in the PDMS matrix, after thermal reduction at 200 °C; b) AFM topography image of the pristine GO flakes deposited on a 
mica substrate; c) representative thickness profile of an individual GO flake with a thickness of 1.3 nm; and d) small-angle X-ray scattering patterns for 
cured and reduced composites showing the increase in signal intensity and decrease in interlayer distance when the concentration of GO increases; 
and e) linear relationship between the interlayer distance and volume fraction for these composites.
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randomly dispersed rGO-rich regions throughout the matrix, 
clearly forming a connected network (Figure 3e). Such obser-
vations suggest that, following photodestabilization, liquid 

crystalline phases are kinetically trapped in high viscosity 
matrices but can rearrange and allow percolation at low 
viscosities.[31]

Adv. Funct. Mater. 2019, 29, 1900738

Figure 3. Kinetic entrapment of GO/brush reach domain and release upon UV exposure: a) schematic representation of the casting methods for the 
preparation of composites; SEM images of 1 wt% GO composite cross-sections prepared through Method A b) and Method B c); scheme showing how 
tunneling between rGO is hindered by their assembly into LC phases d) and restored upon exposure to UV light e); f) comparison of conductivities 
measured for rGO composites and composite theory predictions (non-LC and LC behavior, black and red solid lines, respectively); g) SAXS comparison 
showing how, for both concentrations (0.5 and 1 wt%), spatial order between rGO flakes is observed for samples prepared through Method A (before 
UV exposure) and then lost when these are diluted and irradiated (Method B).
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In contrast to samples prepared through method A, sam-
ples from method B (photodestabilized when diluted) displayed 
expected conductivity levels (1.7 × 10−5 S m−1 for 0.5 wt% and 
1.2 × 10−4 S m−1 for 1 wt% of rGO; Figure 3f). In addition, 
when photodestabilization was carried out on diluted samples, 
directly poured in the casting mold prior to solvent evaporation, 
curing and annealing (Method B+), the conductivity was further 
enhanced (to 1.1 × 10−3 S m−1). This could potentially be attrib-
uted to the further reduction of viscosity of this sample when 
exposed to UV, or to the normal evaporation shearing, which 
could induce further platelet packing.[32]

We propose that the behavior of destabilized GO/brush 
composites is comparable to that observed in systems with 
antagonistic percolation: conductive and nonconductive parti-
cles compete to establish a network. Charge transfer efficiency 
decreases when the distance between conductive particles (dc) 
increases; hence, if the nonconductive particles intercalate 
between the conductive ones above a critical volume fraction,  
dc is enlarged beyond the maximum tunneling distance and 
electronic percolation is disabled.[31] In our system, the indi-
vidual rGO flakes remain isolated due to the brush coverage 
and due to the formation of compact LC domains. By analogy 
then, both continuous networks of LC domains and brush 
are causing maximal rGO repulsion/isolation, preventing the 
formation of percolated rGO pathways. The system remains 
trapped in this configuration when films are photodestabilized 
at high viscosities (kinetically trapped state), but GO flakes 
quickly relax, reorganize and percolate when released from the 
brush shell in low viscosity media.

This analysis is supported by the clear loss of spatial order 
upon UV exposure for both 0.5 and 1 wt% GO samples. 
SAXS patterns show how the scattering peak arising from 
GO’s cofacial packing, almost disappears in samples sub-
jected to photodestabilization at low viscosity (Figure 3g). 
This confirms the destruction of the enveloping domains 
upon UV irradiation and the consequent decrease in cofacial 
alignment of rGO flakes and rGO/brush-rich domains once 
the stabilizing brush is photocleaved. Upon this loss, even 
slight orientational fluctuations might prompt percolation as 
a consequence of the lack of hindrance between neighboring 
platelets.

Classical models for a nanocomposite containing indi-
vidual and well-distributed GO sheets (considering an aspect 
ratio ξ of ≈1000 and a density of 2 g cm−3 for GO[33]) estimates 
electrical percolation at 0.15 vol% (0.3 wt%), if the platelets 
are oriented in 2D, and at 0.28 vol% (0.57 wt%) when rGO is 
3D randomly oriented (black lines in Figure 3f, see details in 
Section E in the Supporting Information). The experimental 
data obtained for our photodestabilized nanocomposites 
(prepared via methods B) fall in the region delimited by these 
predictions. In contrast, using the lower aspect ratio from the 
rGO/brush-rich LC domains (≈12.7, determined from SEM 
images), a percolation threshold of 9.5 vol% (ca. 18.2 wt%) is 
predicted (red line in Figure 3f). Therefore, we propose that 
photodestabilization regulates the phase transition of the LC 
GO/brush hybrids. We believe that the associated change in 
the aspect ratio of the rGO-rich features leads to a sharp tran-
sition to conductive composites (nearly two orders of magni-
tude higher).

5. Impact of Lamellar-Like Morphology on Matrix 
Reinforcement

In agreement with the conductivity data, increasing the rGO 
wt% in composites generated from Method A produced negli-
gible mechanical reinforcement, independently from the UV 
treatment (Figure 4a–c). Such observations corroborate that in 
composites from Method A, the stiff LC domains (GO/brush-
rich regions) have poor interfacial interactions. The reinforce-
ment degree for these samples proved also significantly lower 
even than the prediction for 3D random GO orientation (solid 
black lines in Figure 4a, assuming individual and high aspect-
ratio rGO flakes of elastic modulus of Ef ≈ 300 GPa[34] in a PDMS 
matrix of Em = 0.21 MPa; see further details in Supporting Infor-
mation). Justified also by the rheological behavior, we propose 
that this phenomenon arises due to the entrapment of rGO 
inside the LC brush-rich domains. When the brush has not been 
released, the stiff and low aspect ratio domains do not interpen-
etrate and little mechanical reinforcement arises (Figure 4d).

To confirm this hypothesis, we iterated the general rule of mix-
tures using the dimensions and aspect ratio of the LC GO/brush-
rich domains (solid red lines in Figure 4a) instead of those for 
individual GO layers. In addition to the aspect ratio and volume 
fraction of GO (VLC), the orientation and length efficiency fac-
tors (ηo,LC and ηL,LC, respectively) were also introduced in the 
model to account for the observed LC-behavior (see Section E 
in the Supporting Information). The experimental data obtained 
for non-photodestabilized nanocomposites (solid symbols, 
Figure 4a) fell within the region delimited by the predictions for 
2D and 3D GO dispersion models, as our LC domains proved 
not well aligned but neither completely randomly oriented (seen 
in SEM images). Only at concentrations of GO below 0.5 vol% 
was the experimental reinforcement slightly outside of this 
region, presumably because such low concentrations the GO 
sheets cannot fully assemble as LC domains. In agreement with 
the percolation switch upon photodestabilization in diluted con-
ditions (method B), mechanical reinforcement increased, falling 
within the region delimited by the predictions for the reinforce-
ment of composites containing higher aspect-ratio GO sheets. 
This indicates that, releasing the rGO-brush linkage enables rGO 
sheets to establish interactions with the matrix and be able to 
confer mechanical reinforcement to a larger extent.

6. Origin of LC rGO/Brush-Rich Domains

Finally, to explore in more detail the nature of LC rGO/brush 
like domains, differential scanning calorimetry (DSC) was used. 
Profiles of the PDMS matrix formulation before and after incor-
poration of GO/brush hybrids (Figure 4e) show how the cold 
crystallization of PDMS almost disappears after mixing with 
GO/brush hybrids. The reduction of this transition implies the 
disorganization of crystallizable chains through interactions 
with the shell of GO/brush hybrids, possibly through surface 
confinement.[35,36] By analogy to the regimes observed in semidi-
lute polymer solutions in bad-solvent conditions,[37] crystallizable 
PDMS chains from the matrix may contribute to the formation 
and confinement of the LC rGO/brush domains (Figure 4D), 
potentially due to their direct interaction with the polymer brush 
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shells. Such interaction with the crystallizable matrix chains 
would contribute to the formation of stiff LC domains, as we 
observed before UV exposure. Once these domains are diluted, 
the cleavage of the brush through UV unlocks this interaction 
and large LC domains do not develop. Once released, rGO 
sheets can interact with the matrix and between themselves, 
enabling percolation and mechanical reinforcement.

7. Conclusions

The ability to control the organization of graphene within 
matrices is a key challenge in the field of nanocomposites. 
Light addressable systems, such as the one developed in this 
study, demonstrate the feasibility of controlling the architec-
ture of such nanomaterials while retaining excellent processing 
characteristics, through the regulation of phase transitions 
in the sol state. Our observations confirm the complexity of 
graphene architectures in solutions and the impact that such 
graphene/graphene interactions may have on the processing 
and performance of associated nanocomposites. It emerges 

that the kinetic trapping of intermediate states is an attractive 
route to control the morphology and organization of percolated 
graphene networks. Considering the wide range of polymer-
brush chemistries that have been developed in other contexts, 
this approach should be applicable to most polymeric matrices 
relevant to the development of nanocomposites. Other stimuli-
responsive strategies could also achieve similar control of sol 
state behaviors and help addressing some of the processing 
challenges that have hindered the wider application of gra-
phene derivatives. Therefore, this study calls for a more sys-
tematic investigation of molecular parameters regulating the 
responsive and phase transition behavior of graphenic nanoma-
terials and solutions, and their integration to processing meth-
odologies for the fabrication of a wide range of nanocomposites 
for structural and energy applications.

Supporting Information
Supporting Information is available from the Wiley Online Library or 
from the author.

Figure 4. Origin of GO/brush domains formation and impact on mechanical reinforcement: a) reinforcement as a function of GO/brush concentration 
and associated theoretical predictions of the rule of mixtures for 3D randomly oriented and 2D-oriented GO platelets; b) mechanical characteristics of 
composites with varying GO/brush concentrations and c) analogous concentrations of brush in the matrix; d) schematic representation of the micro-
structure of mechanically under-reinforced composites displaying LC rGO/brush-rich domains (top), proposed molecular representation accounting 
for the interaction with the crystallizable matrix chains (bottom left) and released domains after UV irradiation and e) DSC thermograms showing the 
cold crystallization of the PDMS matrix with and without GO/brush hybrids.
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